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Change-over system
Quick and easy single hand operation!

CATMAN is articulated and can drive on nar-
row roads (80 cm). CATMAN is very easy to 
drive thanks to its stepless hydrostatic propul-
sion and power steering. CATMAN has a built-
in differential lock for driving in rough terrain 
and requires minimal maintenance.

 For Platforms, Leaf collectors, Leaf containers

With some extra equipment the change-over 
system can be used with any CATMAN truck 
with hydraulic lift an turnable platform.

The stay rod is mounted in front of the plat-
form, the platform is raised with the hydraulic.

The stay legs are turned to vertical position 
and locked... - and CATMAN is ready to fetch 
another platform, leaf collector etc.

While driving, the suction nozzle can be raised 
or lowered - quick and handy changing for use 
with suction hose

CATMAN Motortruck

Own weight 235 kg

Payload 500 kg

Maximum speed 12 km/h

Turning radius 1,75 m

Motor Honda GXV 13 Hk

Tire 16 x 6,5 - 8

Hydrostatic propulsion Stepless

Steering Servo steering
We reserve the right to alter specifications
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Scan the QR-code or  
go to www.imku.dk

Turntable 125 x 
80 x 24 cm with 
hydraulic tipper.
Tipping at up to a 
90° angle from the 
direction of travel 
to both sides

Flat bed with hinged 
sides and back
125 x 80 x 24 cm
150 x 80 x 20 cm

Tipper capacity  
300 litres
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